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Stainless Steel Painted Trim Nails

PROUDLY SERVICING CONTRACTORS AND BUILDERS FOR OVER 150 YEARS

= Best Choice for: Installation of aluminum, vinyl and composite exterior trim
m Best Choice for: Applications with treated lumbers, redwood, cedar woods and composite materials
= Best Choice for: Long term corrosion resistance in harsh environmental conditions
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Penny | Length | Gauge | Head | Shank | Shank | Alloy | Approx. | Color | 1/41b. | 11lb. | 50 Ib. —
Size | (in.) Dia. Type Dia. Count/ Part# | Part# | Part# ;,U
R (. A I R L A A R . =
. -
2d 1 15 | 11/64 | Smooth | 0.072 | T-304 | 780 | White | 5T**** | 5T1095 | S5T**** c-—DI-
2d 1 15 | 11/64 | Smooth | 0.072 | T-304 | 780 | Colors Call for Product Codes =
—
3d | 1-1/4 | 15 | 11/64 | Smooth | 0.072 | T-304 | 644 | White | 574095 | 512095 | 5T6095 —
3d | 1-1/4 | 15 | 11/64 | Smooth | 0.072 | T-304 | 644 | Colors Call for Product Codes i
5d | 1-3/4 | 15 | 11/64 | Smooth | 0.072 | T-304 | 455 | White | HT**** | 517095 | 5T**** o
5d | 1-3/4 15 | 11/64 | Smooth | 0.072 | T-304 | 455 | Colors Call for Product Codes e
2d 1 15 | 11/64 | Ring | 0.072 | T-304 | 780 | White | 5T**** | 513095 | S5T****
Barb
2d 1 15 | 11/64 | Ring | 0.072 | T-304 | 780 | Colors Call for Product Codes
Barh
3d | 1-1/4 | 15 |11/64 | Ring | 0.072 | T-304 | 644 | White | 5T**** | 5TAQ95 | ST****
Barb
3d | 1-1/4 | 15 | 11/64| Ring | 0.072 | T-304 | 644 | Colors Call for Product Codes
Barh
5d | 1-3/4 | 15 | 11/64 | Ring | 0.072 | T-304 | 455 | White | 5T**** | 510095 | 5T****
Barb
5d | 1-3/4 | 15 | 11/64 | Ring | 0.072 | T-304 | 455 | Colors Call for Product Codes
Barh
T-316 — Please Call Sales Team for Product Codes

Other sizes available

****Available upon request

m Stainless Steel won't react with Aluminum or wood to leave unsightly rust or corrosion stains
on trim material

= Manufactured from high quality T-304 Stainless Steel, a very strong, corrosion resistant material

m Manufactured with a .072” shank diameter to help reduce wood splitting, sharp points for easier driving

® Small smooth 11/64” heads for inconspicuous and attractive trim work

= Smooth shank or ring barb shank, for greater holding power, are both available from stock

m Clendenin Brothers trim nails are painted with premium baked enamel paints. We match the colors
offered by all of the best manufacturers of siding and trim
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