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Aluminum Siding Nails

PROUDLY SERVICING CONTRACTORS AND BUILDERS FOR OVER 150 YEARS

= Best Choice for: Corrosive environments
m Best Choice for: Attaching redwood and cedar siding and trim
= Best Choice for: Value per pound of product

Penny | Length | Gauge | Head | Shank | Shank | Alloy | Approx.| 11b. 51b. 251h. | 501b.
Size | (in.) Dia. Type Dia. Count/ | Part# | Part# | Part# | Part#

2d 1 11 3/8 | Smooth | 0.120 | Auminum | 810 | IMO0O01 | 1M**** | 1M0005 | IM****
3d | I-1/4 ) 11 3/8 | Smooth | 0.120 | Auminum | 686 | IM0020 | IM**** | 1M0015| 1M0018
4 | 1-172 | 11 3/8 | Smooth | 0.120 | Auminum | 577 | IM0070 | 1M**** | 1M0025| IM0026
5 | 1-3/4 ) 11 3/8 | Smooth | 0.120 | Auminum | 497 | IMO040 | IM**** | 1M0036 | IM0038

6d 2 11 3/8 | Smooth | 0.120 | Auminum | 437 | IM0050 | IM**** | 1M0045| IM0046

7d | 2-1/4 11 3/8 | Smooth | 0.120 | Aluminum | 389 | IM**** | TM**** | [M**** | J\****

8d | 212 11 3/8 | Smooth | 0.120 | Auminum | 360 | IMO060 | IM**** | IM0059 | 1M0061

Other sizes available ****Available upon request

= Manufactured from the highest quality 5056 aluminum

= Superior strength with no rusting or staining

= Approximately 3 times as many pieces per pound than steel

® These are definitely the best choice for installing aluminum, vinyl or steel siding
= Manufactured with diamond points for easy driving

= (Offered in 11b. boxes as well as bulk
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