
n 	Best Choice for: Installation of exterior trim boards

n 	Best Choice for: Long term corrosion resistance in harsh environmental conditions

n 	Best Choice for: Applications with treated lumbers, redwood, cedar woods and composite materials

Stainless Steel Square Trim Head Screws

Length
(in.)

Gauge Head 
Style

Shank 
Type

Alloy Approx.
Count/

Lbs.

1 lb.
Part#

5 lb.
Part#

25 lb.
Part#

50 lb.
Part#

1-5/8 #7 Square Threaded T-305 210 5S**** 5S**** 5S**** 5S7158

2-1/4 #7 Square Threaded T-305 134 5S**** 5S**** 5S**** 5S0718

T-316 _ Please Call Sales Team for Product Codes

Stainless Steel Square Trim
 Head Screws

Other sizes available

n  Manufactured from the highest quality T-305 Stainless Steel for maximum corrosion-resistance

n  Uses include; all exterior wood and composite trim applications

n  Ideal for cedar, redwood, pressure treated and composite lumber

n  Square Drive Bugle head, countersinks flush with surface for a smooth finish

n  Sharp point and threads for faster easier driving

n  Non-staining waxed finish, used as lubricant to ease installation

n  Small head for easy countersinking and easy fill 

n  Available by the piece or by the pound
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